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GV719 Series Electric Ultra-high Vacuum Gate Valve

Applications:

GV7169 series are designed for use in systems where material are clean or non-corrosive gas.
They are also available for single or multiple stages and standard or low profile bodies. They
function by the up-down movement of gate forced by actuated gas. Well suited as shut-off
device for pumps. Key features are easy and fast maintenance and virtually shock-free
locking.

Technical Data:

Fluid: gas. water. stream. acid liquid more

Leak rate: =1.0X107Pa-L/s;

Operating pressure: 1.0 107Pa—~1.6<10%a,

Working temp.: -50°C~+150°C; -50°C~+250C;

Materials: a1s1303; AISI316Ti

Sealing element:: VITON. CUPRUM

PipeConnection : flange

Electrical data:

Voltage: DC24V. ACI10V. AC230V. AC440V

Electric locator: Inputd-20mA signal,regulating action

Electrical connection: Connecting box type (popular type),

electric cable lead wire type (explosion-proof)

Protection class: German standard DIN43650A(IPG7)

Other functions: E explosion-proof (explosion-proof rank ExdIIBT4)
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Catalog No | DN 1L, L H H1 D Do D1 D2 D3 n-d
GV719-50 50 00 92 315 153 89 2.4 6l.6 35.6 8-M8
GV719-65 63 65 105 566 180 114 921 82.6 76.6 8-M8
GV719-80 80 65 130 603 200 130 110 20 93 16-M8

GV719-100 | 100 70 152 653 267 152 130.2 | 120.7 | 1147 16-M8

GVY719-150 | 150 70 202 771 350 202 181 s | ass 20-M8

GV719-200 | 200 80 251 889 424 253 231.8 | 2223 | 2166 24-M8

GV719-250 | 250 85 300 1127 574 314 288 308 25 271 24-M10
GV719-300 | 300 85 352 1197 613 365 338 353 323 318 | 32-M10
GVY719-320 | 320 85 3D 1220 613 385 357 379 344 340 | 36-M10
GV719-400 | 400 110 456 1480 810 497 454 480 440 436 | 36-M12
GV719-500 | 500 135 595 1580 870 590 553 580 540 536 | 40-M12
GV719-630 | 630 135 690 1730 960 700 658 680 639 635 | 40-M16
GV719-800 | 800 150 880 1960 | 1100 890 855 880 835 831 60-M16
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